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We are Alandwelding®, a professional and trustworthy welding company. 

We research, design, manufacture and export high quality welding machine and welding equipment for years. 

We are pleased to offer a comprehensive range of welding equipment.

Metal Laser Welders, MIG welders, TIG welders, Plasma cutters and Stick welders, all the machines are based on 

high quality and reliability.

We have high-efficiency production line and high-precision testing equipment. 

We also have experienced engineers, technicians and talented workers.

We AlandWelding always actively respond to customers’ needs of innovation, and keep continuously improvement. 

This helps us provide our customers with excellent welding solution of Quality, Powerful and High efficiency. 

At the same time, it also meets the crucial needs for welding safety and health. 

With Quality products, Competitive offer, On-time delivery and Warm services, our products are exported to and 

popular at North & South America, Europe, Asia, Australia. 

We are AlandWelding®, your reliable partner for Quality Welding! 
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 MIG-160SYN MIG-180SYN MIG -200SYN

Power supply voltage 230V±10%(50/60HZ) 230V±10%(50/60HZ) 230V±10%(50/60HZ)
Max.Power consumption 4.3KVA 5.2KVA 6.1KVA
Rated input current 27.6A 38.0A 38.5A
No-load voltage 16.5-23V 16.5-24V 16.5-25.5V
Wire Size 0.8mm , 0.9mm , 1 .0mm 0.8mm , 0.9mm , 1.0mm 0.8mm , 0.9mm , 1 .0mm
Protective class IP21S IP21S IP21S
Wire Feeder Inside Inside Inside
Weight 12Kg 12Kg 12Kg
Output current 40-160A 40-180A 40-200A
Wire feeding speed 2.5-14m/min 2.5-14m/min 2.5-14m/min
Usable thickness 0.8above(mm) 0.8above(mm) 0.8above(mm)
Dimension 520mmx300mmx370mm 520mmx300mmx370mm 520mmx300mmx370mm
Power factor Insulation class Duty Cycle at 40°C Efficiency
0.85 F 30% 85%

 MIG-200I MIG-250I MIG -270I

Power supply voltage AC110/230V±10%(50/60HZ) AC1 10/230V±10%(50/60HZ) AC110/230V±10%(50/60HZ)
Max.Power consumption 4.3KVA 5.2KVA 6.1KVA

Rated input current 110V : 37.0A
230V : 27.6A

110V : 41.1A
230V : 38.0A

110V : 43.1A
230V : 38.5A

No-load voltage 16.5-23V 16.5-24V 16.5-25.5V
Wire Size 0.8mm , 0.9mm , 1 .0mm 0.8mm , 0.9mm , 1.0mm 0.8mm , 0.9mm , 1 .0mm
Protective class IP21S IP21S IP21S
Wire Feeder Inside Inside Inside
Weight 13Kg 13Kg 14Kg

Output current 110V : 30-130A
230V : 40-200A

110V : 40-140A
230V : 40-250A

110V : 40-150A
230V : 40-270A

Wire feeding speed 2.5-14m/min 2.5-14m/min 2.5-14m/min
Usable thickness 0.8above(mm) 0.8above(mm) 0.8above(mm)
Dimension 520mmx300mmx370mm 520mmx300mmx370mm 520mmx300mmx370mm
Power factor Insulation class Duty Cycle at 40°C Efficiency
0.85 F 30% 85%

PORTABLE GAS/NO-GAS IGBT DC /MIG / MMA / TIG WELDER PORTABLE GAS/NO-GAS IGBT DC / MIG / MMA / TIG WELDER

■  Multi-function: DC synergic MIG/DC Split MIG/MMALift-TIG.
■  Adjustable inductance, 2T/4T, Hot-start, Burn-back, VRD, ARC force and other parameter.
■  Effective spatter control, improved penetration and better welding effect.
■  Preset synergic database, with special stainless steel sheet expert database.
■  5kg spool holder with inching wire function, easy to install welding wire.
■  MIG welding voltage and wire speed also can be manual setting for skilled user. (SPL MIG)
■  Easy-to-user interface, Synergic Home Function automatically manages ideal voltage and            
    wire feed speed while only adjusting welding current; dynamic control digital display with        
    very simple operations. (SYN MIG)

■  MIG/MMA/Lit-TIG 3 in 1 functions. Built-in arc force and hot start.
■  With GAS(solid) and GASLESS (flux) wire function.
■  Internal wire feeder, gear driven, support MAX 5kgs wire feeding.
■  Digital display, precisely controlled welding current, stable welding process, and excellent
    welding performance in thin plate welding.
■  Suitable for Carbon Steel, Flux, AISi5, AlMg5 Aluminum welding wire.
■  Easy-to-user interface, Synergic Home Function automatically manages ideal voltage and       
    wire feed speed while only adjusting welding current; dynamic control digital display with    
    very simple operations. (SYN MIG)

GAS
NO GAS

■  Electrode Holder
■  Earth Clamp

■ Electrode Holder
■ Earth Clamp

GAS
NO GAS
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 MIG-180S2 MIG-200S2 MIG -250S2

Power supply voltage AC110/230V±10%(50/60HZ) AC1 10/230V±10%(50/60HZ) AC110/230V±10%(50/60HZ)
Max.Power consumption 4.3KVA 5.2KVA 6.1KVA

Rated input current 110V : 37.0A
230V : 27.6A

110V : 41.1A
230V : 38.0A

110V : 43.1A
230V : 38.5A

No-load voltage 16.5-23V 16.5-24V 16.5-25.5V
Wire Size 0.8mm , 0.9mm , 1 .0mm 0.8mm , 0.9mm , 1.0mm 0.8mm , 0.9mm , 1 .0mm
Protective class IP21S IP21S IP21S
Wire Feeder Inside Inside Inside
Weight 14Kg 14.5Kg 14.5Kg

Output current 110V : 30-130A
230V : 40-180A

110V : 40-140A
230V : 40-200A

110V : 40-150A
230V : 40-250A

Wire feeding speed 2.5-14m/min 2.5-14m/min 2.5-14m/min
Usable thickness 0.8above(mm) 0.8above(mm) 0.8above(mm)
Dimension 520mmx300mmx370mm 520mmx300mmx370mm 520mmx300mmx370mm
Power factor Insulation class Duty Cycle at 40°C Efficiency
0.85 F 30% 85%

PORTABLE GAS/NO-GAS IGBT DC / MIG / MMA / TIG WELDER

■  Adopt Advanced IGBT inverter and PWM technology.
■  MIG/MMA/Lift-TIG 3 IN 1 machine. Built-in arc force and hot start.
■  Internal wire feeder, gear driven, support MAX 5kgs wire feeding.
■  Burn-back function is adjustable, easy to remove tip ball.
■  With GAS(solid) and GASLESS (flux) wire function.
■  3PC structure is available, high duty cycle and easy to repair.

■  Closed loop feedback control,constant voltage output,fit for wide voltage range (±15% ).
■  Adjustable welding voltage,precisely matching the welding current,excellent welding  
    characteristics.
■  Unique welding dynamic characteristic control circuit, stable welding arc, little splash,  
    beautiful shaping, high welding efficiency.
■  Auto-maintaining/-stopping arc operation mode available,be able to meet various 
    welding requirement.
■  Function of removing the molten ball after welding available. high no-load, slow 
    wire feeding,high successful rate of arc starting.
■  CO2 welding and MAG welding available.
■  Advanced IGBT inverter technology.

INVERTER IGBT DOUBLE PULSE MIG WELDER

MIG-350 MIG-500 MIG-630

Power supply voltage AC 380V±10%(50/60HZ) AC 380V±10%(50/60HZ) AC 380V±10%(50/60HZ)
Max.Power consumption 14KVA 24 6KVA 35KVA
Welding voltage 15-36V 15-44V 15-48V
No-load voltage 60V 70V 70V
Wire Size 0.8mm, 1.0mm, 1 .2mm 0.8mm , 1.0mm, 1.2mm 0.8mm, 1.0mm, 1.2mm
Protective class IP21S IP21S IP21S
Recommended fuse capacity 40A 60A 70A
Weight 32 Kg 45Kg 46 Kg
Welding current 50-350A 50-500A 50-630A
Wire feeding speed 1.5- 16m/min 1.5-16m/min 1.5-16m/min
Welding voltage MIG :15-21V MIG :15-22V MIG :15-23V
Dimension 610mmx360mmx550mm 720mmx420mmx630mm 720mmx420mmx630mm
Power factor Insulation class Duty Cycle at 40°C Efficiency
0.76 F 45% 85%

■  Electrode Holder
■  Earth Clamp

■  MIG torch
■  Earth Clamp
■  Gas Hose

GAS
NO GAS



10 11welding@alandwelding.com      welding@alandwelding.com      

INVERTER MIG NO GAS/MMA LIFT TIG WELDING MACHINE INVERTER MIG/MMA WELDING MACHINE
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INVERTER MIG/MMA WELDING MACHINEDIGITAL INVERTER MIG/MMA WELDING MACHINE
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DIGITAL INVERTER MIG/MMA WELDING MACHINEDIGITAL MIG/MMA WELDING MACHINE
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INVERTER MIG FR-350AN-1-D, 500AN-1-D,600AN-1-D SERIES INVERTER MIG FR-350AN-1, 500AN-1,600AN-1 SERIES
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STEPS STYLE MIG FNBC400/500 SERIESCOMPACT STEPS MIG FNBC200/250/315 SERIES
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NB350D, 500D SERIES PULSE MIG WELDING MACHINE DIGITAL DOUBLE PULSE MIG WELDER

■ Multi-process for MIG/MAG/FCW/MMA/TIG lift
■ Single phase 220V±15%.
■ Powerful IGBT transistor.
■ Micro processing, synergic MIG and Pulse MIG /Double Pulse MIG seting. 
■ ■ Proven reliability from top welding technology,guarantees superior welding performance , nice
   welding result, minimum reproces sing.
■ Wire spool D200mm,mount max 5 kg wire.
■ Applicable to weld aluminum alloy, stainless steel, carbon steel, iron, etc.
■ Wide usage for heavy and medium industrial fabrication,automotive industry ,metal workshops
   repair and maintenance.

Mode Power
 Input

Input
capacity

(Kva)

No-load
voltage

(V)

Welding
amp
(A)

Wire
Diameter

(mm)

electrode
diameter

(mm)

Duty
cycle
(%)

Protection Insulation Weight
(kg)

Size
(mm)

MIG-
250DP

220V±15%
50/60Hz 7.5 56 20-200 0.8-1.2 1.6-4.0 60 IP21S F 19.5 680x260x410

 

■   MIG torch
■   Electrode Holder
■   Earth Clamp
■   Gas Hose

GAS
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DIGITAL PULSEMIG350D, 500D SERIESDIGITAL PULSEMIG250DC-1,250DC-3 SERIES
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DIGITAL DOUBLE PULSE MIG/MMA/TIG MULTI-WELDER IGBT INVERTER DIGITAL DC TIG/MMA WELDER
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IGBT INVERTER DC TIG/MMA WELDING MACHINE IGBT INVERTER DIGITAL DC PULSE TIG/MMA WELDING MACHINE
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IGBT INVERTER DC PULSE TIG/MMA WELDING MACHINE IGBT INVERTER DC PULSE TIG/MMA WELDING MACHINE
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IGBT INVERTER DC PULSE TIG/MMA WELDING MACHINE IGBT INVERTER DC PULSE TIG/MMA WELDING MACHINE
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IGBT INVERTER DC PULSE TIG/MMA WELDING MACHINE DIGITAL INVERTER DC PULSE TIG/MMA WELDING MACHINE
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DIGITAL INVERTER DC PULSE TIG/MMA WELDING MACHINE IGBT INVERTER AC/ DCTIG/MMA WELDING MACHINE
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DIGITAL PULSE AC/DCTIG/MMA WELDING MACHINE DIGITAL PULSE AC/DCTIG/MMA WELDING MACHINE
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DIGITAL PULSE AC/DCTIG/MMA WELDING MACHINE DIGITAL INVERTER AC/DC PULSE TIG/MMA WELDING MACHINE
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DIGITAL PULSE AC/DCTIG/MMA WELDING MACHINE INVERTER IGBT DC PL ASMA CUTTING MACHINE

CUT-45 CUT-55 CUT-70

Rated input power supply AC 230V+10%(50/60HZ) AC 230V+10%(50/60HZ) AC 230V+10%(50/60HZ)
Rated input capacity 6.1 KVA 7.7 KVA 10 KVA
Rated output(ANV) 45/98 55/102 70/108
No-load voltage 265V 265V 265V
Arc ignition mode HF/None HF HF/None HF HF/None HF
Protective class IP21S IP21S IP21S
Post-flow time 15S 20S 20S
Weight 8Kg 8Kg 8.2Kg
Output current range 10-45A 10-55A 10-70A
Cooling mode Air cooling Air cooling Air cooling
Gas pressure range 0.45 Mpa 0.45 Mpa 0.45 Mpa
Dimension 407mmx160mmx280 mm 407mmx1 60mmx280 mm 407mmx1 60mmx280 mm
Power factor Insulation class Rated duty cycle 40°C Efficiency
0.76 F 45% 85%

■  Smooth Arc-Striking with HF Control.

■  Rapid Arc Restrike - Quality narrow cutting and excellent travel speed.

■  Continuous adjustment of cutting current.

■  Cutting Thickness(Carbon Steel) - Recommended thickness:10mm(External gas).

■  Mlax thickness can reach 20mm.

■  Automatic post-flow stop for rapid re-striking.

■  Energy Saving - Compared with the traditional cutting machine more efficient.

■  Auto-Protection against over-voltage, over-current and over-heated.

■  Cool Operation, Long Consumable Life -Cutting accessories with competitive price

    and performance.

■  Plasma Torch
■  Earth Clamp
■  Gas Regulator
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MOSFET HIGH FREQUANCY INVERTER PLASMA CUTTER IGBT INVERTER PLASMA CUTTING MACHINE



44 45welding@alandwelding.com      welding@alandwelding.com      

IGBT HIGH FREQUANCY INVERTER PLASMA CUTTING MACHINE DIGITAL CONTROL PLASMA CUTTING MACHINE
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DIGITAL CONTROL PLASMA CUTTING MACHINE IGBT HIGH FREQUENCY INVERTER MINI DC MMA WELDER
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IGBT HIGH FREQUANCY INVERTER DC MMA WELDERIGBT HIGH FREQUANCY INVERTER DC MMA WELDER
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IGBT HIGH FREQUANCY INVERTER DC MMA WELDERIGBT HIGH FREQUANCY INVERTER DC MMA WELDER
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IGBT INVERTER DC PULSE TIG/MMA/CUT MULTI WELDER IGBT HIGH FREQUANCY INVERTER DC MMA WELDER
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DIGITAL MIG/MMA/TIG MULTI WELDING MACHINE MTS350SWF, 450SWF, 500SWF SERIES
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DIGITAL MIG/MMA/TIG MULTI -WELDING MAC HINE DIGITAL MIG/MMA/TIG MULTI -WELDING MACHINE
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IGBT INVERTER AC DC PULSE TIG/MMA/CUT MULTI WELDERDIGITAL PULSE AC/DCTIG/MMA/CUT MULTI WELDING MACHINE
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DIGITAL MIG/MMA/ACDCTIG MULTI-WELDING MACHINE DIGITAL MIG/MMA/ACDCTG/CUT MULTI-WELDING MACHINE
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IGBT INVERTER SUBMERGED ARC  WELDING MACHINE

Model Input Voltage Rated Output
Current/Voltage/Duty Cycle Output Range Dimension

HxWxD(mm)
Net Weight

(kgs)

CC/CV1000 3 phase
380V±15% 1000A / 50V / 100% CC Mode: 100-1000A

CV Mode: 10-50V 760X450X960mm 98

CC/CV1250 3 phase
380V±15% 1250A / 50V / 100% CC Mode: 100-1250A

CV Mode: 10-50V 760X450X960mm 98

CC/CV 1000 / 1250 POWER SOURCE

■  Multi-Processes: Submerged Arc, MIG, Flux Cored, Gouging
■  Automatic identification for panel and remote operational mode
■  Automatic identification for cold arc striking and hot arc striking   
    meets different operating environments;
■  Burnback & wire-withdrawing arc crater makes it more user-   
    friendly;
■  Adjustable arc striking parameter and arc crater parameter  
    (optional)meet fine welding procedure.
■  Realizing all kinds of welding procedures thanks to matching  
    different welding heads

■  Welding Cart
■  Arc Voltage Sensing Lead
■  Feeding Roller

FINE AUTOMATIC SUBMERGED ARC WELDING SYSTEM
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4 IN 1 METAL L ASER WELDING MACHINE ArcFeeder IV All terrain Suitcase Wire Feeder
ACHIEVE MIG/MAG/FCAW FUNCTION WITH SMAW (MMA) POWER SOURCE

■  ArcFeeder is the voltage sensoring wire feeder, suitable for many 
kinds of CC/CV DC power sources 
■  No need special control cable between the power source and the 
wire feeder, so it is lower failure rate andeasy to move. 
■  Fully-enclosed molded composite plastic case will withstand 
the extreme abuse often encounted in atypical industrial welding 
enviroment.
 ■  4-roll print motor vith PWM drive, dependable wire feeding and 
controlled wire acceleratlon for smooth arcstarts 
■  Capable of Self-shielded, flux-cored wire, and solid wire wire 
welding
■  Heavy duty: 400A@100%
■  All terrain wire feeder

Model Input Power Diameter range
of wire∅ (mm) Spool size Wire feeding 

speed

Outline
Dimension

(LxWxH) mm
Net Weight

ArcFeeder IV 15V~105V 
150W

Flux core: 1.2-2.4
Solid core: 0.8-1.6

Self-shielded: 1.6-2.4
300mm 0-25m/min 590X220X370 12.5kg

■  Arc Voltage Sensing Line
■  Plug Connector
■  Feeding Roller



66 67welding@alandwelding.com      welding@alandwelding.com      

■ Wide range input power control technology(AC85-275V/1ph);
■  Motor driver with fully digital PWM ensures stable wire feeding 
speed;
■  Wire feeding mechanism with 4-roller can stably feedo1.2-
p2.0mm aluminum wire,.0.6-.2.4mm solid wire;
■  Short-time wire feeding, continuous wire feeding and interval 
wire feeding functions;
■  Delayed wire feeding (pre-heat time) and withdrawing 
functions, ensuring the welding quality of arcstartpoint and arc-
end point.

Specification AutotigTM Wire Feeder

Input Power 110V-220VAC Wire Feed Speed 0.15-2.0m/min

Preheat/Withdraw Time 0.1S-10S Net Weight 10KG

Spot Time 0-2.5s Dimension 480x200x270

Pulse Wire Feeding 0-2.5s Duty Cycle 100%

Gap Time 0-2.5s

AutoTIGTMAutomatic TIG WELDING SYSTEM

■  Wire Feeding Holder
■  Feeding Roller

Mc101 / mc104 welding trolley for mig and tig welders


